
VTVT
NEMA 4X
VAPOUR TIGHTS

• Power* and colour selectable

• Available in three lengths: 2', 4', and 8'

• One piece gear tray for quick access 
	 to driver and accessories

• Stainless steel spring clips

• 120-347V driver and 0-10V dimmable

• Polycarbonate low glare lens

• Optional motion sensor (sold separately)

*VT4-100W-3CCT-UD and VT4-150W-3CCT-UD are not power selectable.

CSC LED's VT NEMA 4X Vapour Tights are ideal for parking garages,  
car washes, industrial applications, food processing plants, paint shops, 
and other harsh environments.

Pictured: VT4-35W-3P-3CCT-UD

1/2" NPT entry

Wattage
Power Selectable* 

25W-200W

Voltage
120-347V

Rating
IP66 or 

IP67

CCT
Colour Selectable 

35K/40K/50K

Lumens
3,250 lm - 
28,379 lm



PRODUCT #	 WATTS	 VOLTAGE	 CCT	 LUMENS	 EFFICACY	 LENGTH	
VT2-25W-3P-3CCT-UD	 15W/20W/25W	 120-347V	 35K/40K/50K 	 3,250 lm	 130 lm/W	 2ft
VT4-35W-3P-3CCT-UD	 20W/28W/35W	 120-347V	 35K/40K/50K 	 4,550 lm	 130 lm/W	 4ft
VT4-60W-3P-3CCT-UD	 30W/45W/60W	 120-347V	 35K/40K/50K	 7,800 lm	 130 lm/W	 4ft
VT4-100W-3CCT-UD	 100W	 120-347V	 35K/40K/50K	 13,500 lm	 135 lm/W	 4ft
VT4-150W-3CCT-UD	 150W	 120-347V	 35K/40K/50K	 20,250 lm	 134 lm/W	 4ft
VT4-200W-3P-3CCT-UD	 150W/175W/200W	 120-347V	 35K/40K/50K	 28,379 lm	 135 lm/W	 4ft
VT8-110W-4P-3CCT-UD	 65W/75W/90W/110W	 120-347V	 35K/40K/50K	 15,400 lm	 140 lm/W	 8ft

STVT-IMS	 Microwave Motion Sensor for VT2 / VT4 (35W/60W) / VT8 Vapour Tight fixtures
VTHB-IMS	 Microwave Motion Sensor for VT4 (100W/150W/200W) Vapour Tight fixtures
MS01-MW-HW-DC	 Microwave Motion Sensor for VT2 / VT4 (35W/60W) / VT8 Vapour Tight fixtures
MS01-RC	 Motion Sensor Remote for MS01-MW-HW-DC
BLD-YT08D	 Emergency LED Driver

VT NEMA 4X Vapour Tights
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