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GCL01-75W-40K-UDPRODUCT CODE:

Optional Accessories (sold separately):
Motion Sensor (MS04-MW-TW-DC), Motion Sensor Remote (HB01R)
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Cost-effective and efficient lighting for parking garages, 
covered walkways and canopies



PRODUCT CODE: GCL01-75W-40K-UD

TECHNICAL DATA

ELECTRICAL

Wattage 75W 
Voltage 120-347V
Surge Protection 6kV
Auxiliary Output 12V
Power Factor >0.9
THD <20%
Operating Temp -40 to 50°C

Housing Die-cast Aluminum
Finish Powder-Coat
Finish Colour White
Lens Polycarbonate
IP Rating IP65 (Wet Location)

Fixture Net Weight 2.4 kgs
Fixture Gross Weight 2.6 kgs
Pieces Per Carton 8
Carton Net Weight 19.2 kgs
Carton Gross Weight 20.8 kgs

CONSTRUCTION

DIMENSIONS AND WEIGHTS

LIGHT SPECIFICATIONS

Lumens 9,558 lm 
Efficacy 129.24 lm/W
CCT 4000K
CRI  >80
Beam Angle 170°
Dimmable 0-10V
L70 Life >54,000 hrs
Warranty 5-year  
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ACCESSORIES (Sold Separately)

MS04-MW-TW-DC Motion Sensor
HB01R Motion Sensor Remote

DIMENSIONAL DRAWING

cUL  E482965
DLC Premium PLJAGRACX7NC

APPROVALS AND LISTINGS

NOTE: HB01R is required for use with MS04-MW-TW-DC
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